
Mobilní číšník

Základní sestava Cena bez DPH

PDA Mobilebase MB7000, 128MB, BT, WiFi 802.11,WinCE 5.0 14 599 Kč  

Komunikační a dobíjecí základna ZDARMA

Kožené pouzdro ZDARMA

Náhradní baterie Li-polymer 2760mAH pro MB7000  1 420 Kč

Profesionální WiFi Router MikroTik 3 900 Kč

Restaurační systém AGNIS - modul PDA mobilní číšník 7 500 Kč

Volitelné příslušenství Cena bez DPH

Mobilní tiskárna Citizen CMP-20 WiFi (termální), zdroj  13 294 Kč

Kotouček z termopapíru šíře 57mm/návin 50mm pro mobilní tiskárnu  10 Kč
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TPC spol. s r. o. - centrum pokladen
Pražská 1470/18B, Praha 10 – 102 00, tel.: 224919321, e-mail: obchod@tpcpraha.cz www.tpc.cz

Mobilní číšník rychle, přehledně a efektivně zajistí ob-
sluhu hostů a usnadní komunikaci mezi obsluhujícím  
personálem „na place“. Prostřednictvím bezdrátového 
datového terminálu a softwaru AGNIS lze přímo od sto-
lu odesílat objednávky jídel do kuchyně a nápojů na bar 
nebo provést rozúčtování celkové útraty na jednotlivé 
hosty. Účtenku pak můžete vytisknout na mobilní tiskár-
nu přímo u stolu nebo na jakoukoliv jinou tiskárnu, např. 
na baru. Mobilní číšník zvyšuje obrátkovost na židli
a přináší úsporu pracovních sil. 

Ceny platné k 1. 10. 2011

Cena od 22 099 Kč*

*) Cena bez DPH, zahrnuje PDA, komunikační základnu, pouzdro a SW AGNIS

Řešení Mobilní číšník je postaveno na kvalitních da-
tových terminálech Mobilbase MB-7000, které jsou 
speciálně vyvinuty pro restaurační provoz. Sestava 
pracuje na principu bezdrátové sítě WiFi, kterou 
můžete zároveň využít také pro hosty jako přístup 
na Internet.
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Powerful and Slim Enterprise PDA 

jumping over a generation!
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1 Slot Cradle                                                       4 Slot Cradle                                                                             Vehicle Cradle   
 

 
2nd Floor, DaeRyung Technotown III Bldg., 448 Gasan-Dong, Gumchun-Gu, Seoul, Korea http://www.mobilebase.co.kr 

■ Purchasing & Product Inquiry  

TEL. 82-2-2107-5105 

■ Customer support  

TEL. 82-2-2107-5105     FAX. 82-2-2107-5128  

MB 7000 

Technical information in this.document can be modified without prior notice.  

All product and company name are service mark or registered brand. 

©2008 Mobilebase Co., Ltd. All Rights Reserved.  

Any type of copy is prohibited without prior consent.  

For more information, please inquiry at homepage 

www.tpc.cz
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side key                    Navigation key                 24 pin connector                  Camera                     Barcode scanner 

기타Size (mm)   69(W) x 120(L) x 18(T)  mm  (32(T) mm w/ Barcode Scanner) 

Weight   160 g (169 g w/ barcode scanner) 

Backlight   Keypad backlight Support  

Battery   Standard : 3.7V 1,380mAh Li-polymer, Extended : 3.7V 2,760mAh Li-polymer

Physical Property   

OS   Microsoft Windows CE 5.0 

CPU   Marvell PXA320 (806Mhz) 

WLAN                                         IEEE 802.11 b/g support, Internal Antenna 

WWAN                                       GSM/GPRS/EGPRS Tri-band, Internal Antenna 
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WPAN                                         Bluetooth 2.0, Internal Antenna 

Barcode Scanner                          Symbol SE955 (1D) 
Digital Camera                            2M Pixel / Auto Focus / Flash  

GPS                                             SiRF III, Built-in GPS, Internal Antenna 

Performance Property  

Operation Temperature                      - 20 ℃~ + 50 ℃ 

Environment  

Peripherals   1 Slot Cradle / 4 Slot Cradle / Vehicle Cradle / Leather case 

Accessory  

Display   3.5" TFT LCD, Resolution : 240x320, Brightness : 320cd/m²

Audio   Dual Speaker, Microphone, Ear-Jack

Memory   ROM : 256MB(~1GB), RAM : 128MB(~256MB)

Interface / Communication USB 1.1(Client / Host ) /  RS-232C

RoHS   RoHS(Restriction of Hazardous Substances)

Drop test(1.5m, each two times at the 6 sides)

Memory extended slot                      SD Slot(Max 32GB SDHC support) 

Keypad   7key, Move key 

Notice Method  Vibration and LED 

Authorized Certification                     Waterproof, Dust IP54(KTL) 
(KTL) 

Storage Temperature  - 40 ℃~ + 70 ℃ 

Humidity   5% ~ 95%  
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•  výdrž 6,5 hodiny při provozu na baterii
     - při plném zatížení se zapnutou WiFi a displejem

•  kapesní velikost

•  nízká hmotnost

•  atraktivní design

•  vysoká odolnost

•  intuitivní ovládání

•  součástí je zálohovací software

•  vnitřní paměť 256MB

•  podpora velkokapacitních paměťových karet
  - SDHC slot podporuje až 32GB paměti pro úkládání dat a správu

postranní tlačítko

jednoslotová nabíječka

Volitelné příslušenství

čtyřslotová nabíječka držák do auta

podsvícené
navigační tlačíko

24 pinový konektor

Přednosti terminálu MB-7000

Detaily PDA


